
  

 

 

 

 

 

 he Holifsa Integrated Server Saver System™ combines high 

quality aspirated smoke detection and NFPA 2001 clean 

agent to create unparalleled server fire protection.   

The patent pending system includes a control and release 

module, an aspirated smoke detector, compressed agent storage 

bottle, solenoid, back-up batteries, and a user interface with 

alpha-numeric display. All of these elements are enclosed in a 

cabinet that can be conveniently located at the head of a row of 

servers or similarly enclosed equipment cabinets. 

The interface uses chimes and an alpha-numeric display to clearly 

inform the user of the system status and the presence of smoke.  

The dual function piping sets the Holifsa system apart from all 

other clean agent protection. Normally closed thermally actuated 

nozzles work in tandem with one way aspiration points to deliver 

clean agent only to where it is needed. An entire row of servers 

can be protected with as little agent as required by a single 

enclosure. Unlike other systems, Holifsa is scalable.  An existing 

system can be extended by simply adding additional pipe and 

nozzles without revising agent quantity. 

A unique health checking algorithm insures that the system 

piping is free from blockage and breakage for exceptionally 

reliable operation.  

The combination nozzle and one way aspiration point is the only 

component located within the server enclosure which means that 

annual system verification, maintenance, and even system 

refilling will not interfere with server operation. 
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  olifsa’s integration of aspirated smoke detection and clean agent 

suppression lets IT professionals rest easy knowing that the system will 

provide early warning of products of combustion without the risk of accidental 

discharge.  
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Only Holifsa can offer 

clean agent scalability. 

Install one unit to 

protect a single server 

enclosure. When new 

equipment is added on 

the row, simply extend 

the Holifsa dual 

function piping and 

add one nozzle per 

enclosure. There’s no 

need to purchase 

additional clean agent. 

An array of Holifsa 

cabinets can be made 

to cover an entire 

computer room with a 

fraction of the agent 

required in traditional 

“total flooding” 

arrangements. Holifsa’s unique dual function piping is 

allows significantly smaller amounts of 

clean agent, freeing up valuable computer 

room floor space.  While every enclosure is 

fully monitored, suppression agent is only 

directed where it is needed. 

Server space is your 

space. The Holifsa system 

only requires a nozzle 

with its integral sampling  
port within the server space. There is 

no need to enter the critical 

equipment space when performing 

code mandated system inspection, 

maintenance, or even refill.  

 


